16X9 LUX

CAMERA LIGHT

16x9 has brought out the new Lux
dimmable on-board camera light from Bebob
Engineering. It can function as an on-

hoard, handheld, or stand-mounted

camera light, without the need for

extra accessories or brackets. It~
features a standard 5600ccK
dichroic filter and special dichroic
to balance the light at 4400cc0K
for situations with a mix of day-
light and halogen. It is uniquely designed to vary its nesting posi-

tion three inches up and down or forward and back. It attaches in front of the camera han-

dle so there is no interference with the camera when it is being carried.
www.16x9inc.com

ERG VENTURES HOM-EV350 MONITOR ¢
ERG Ventures has introduced the HDM-EV35D, a six-inch LCD monitor. It
features HDSDI and SDTV analog composite inputs, an
active LCD area with a resolution
of 960 x 540, and displays 16.77
million colors by having eight bits
per RGB. As a result, the monitor
can naturally display its images
when receiving signals from the
HDTV 1080, since it does not need
to make any conversions to other
resolutions. The HDM-EV35D is
designed for portable outdoor use,
with the display functions placed
on the front of the monitor, making
the use of cases and monitor
hoods easier.

[ www.ergventures.com |

BEACHTEK OXA-25 ADAPTER g

BeachTek’s newest product is the DXA-2s dual-XLR compact adapter, ideal for paim-sized cam-
corders. The DXA-2s, like the DXA-4S dual-XLR adapter it replaces, has two transformer-balanced
XLR inputs and one unbalanced mini-jack input to connect a wide variety of audio sources. It features
selectable mic or line level input and selectable stereo or mono modes and can be used with any
camcorder that has an external microphone jack.

|www.heachtek.com |

IKEGAMI HOL-40HS CAMERA

lkegami has introduced the HDL-40HS, a compact, one-
piece camera that brings super slow-motion capabilities to
HD productions. It employs lkegami’s full-resolution CMOS
sensors, operating at a 120fps capture rate and sampling
at 1280 x 720. 720/120p via dual-link HD SDI supplies the
high frame rate needed, sending it to the server for slow-
motion replay. While standard 720p out is available for live
use, the HDL-40HS can also operate at 1080/60p.

I www.ikegami.com I

GLIDESHOT INDUSTRIES GS3 TRACK
DOLLY KIT g

Glideshot has introduced its newest track dolly kit, the GS3. It is
comprised of all the components of the GS2 (four-wheel assem-
blies, an aluminum handle, 60-degree handle receptacle, and all
mounting hardware) as well as a new two-piece handle and a
durable, fitted carry case. Glideshot designed the kit to be assem-
bled on the set, then disassembled and re-packed into the carry
case upon completion. It includes all the components to build a
track dolly. The entire kit, in the case, weighs 24 pounds.
|www.glideshot.com |

AZDEN 10HT & 108T
TRANSMITTERSD

Azden has brought to market two new transmitters as part of its
new lineup of small, on-camera UHF equipment, the 10HT and
10BT. The 10HT is a handheld microphone designed to work with

the on-camera 100UPR receiver. Using an electret-condenser
unidirectional element, it is designed with low-noise PLL circuit-
ry to allow the user to select any one of 63 UHF channels to
assure interference-free reception in the 794-806MHz range.
The 10BT is a body-pack transmitter, also designed to work with
the 100UPR receiver.

www.azdencorp.com
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